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COMMUNICATION SYSTEMS,
COMMUNICATION APPARATUS, AND
IMAGE PROCESSOR

CROSS REFERENCE TO RELATED
APPLICATION

This application claims priority from Japanese Patent
Application No. 2011-003351, filed on Jan. 11, 2011, the
disclosure of which is incorporated herein by reference.

BACKGROUND OF THE DISCLOSURE

1. Field of the Invention

The invention relates generally to communication systems,
communication apparatus, and image processor.

2. Description of Related Art

In a known method, as described in Japanese Unexamined
Patent Application Publication No. H09-261377, header
information including a sender name may be added to an
upper part of each page of a transmission document. In a
known client-server system, as described in Japanese Unex-
amined Patent Application Publication No. H11-252304, a
data processing apparatus of a client may perform facsimile
communication via a facsimile server. In the known method,
source information registered in the facsimile server may be
added to facsimile data, and the facsimile data, to which the
source information is added, may be transmitted. In known
methods and systems, users may be required to register and to
update the source information, which is tedious to the users.

SUMMARY OF THE DISCLOSURE

According to an embodiment of the invention, communi-
cation systems, communication apparatus, and image proces-
sor may be configured to add appropriate additional informa-
tion to image data and to transmit the image data, to which the
appropriate additional information is added, to a destination
apparatus.

According to an embodiment of the present invention, a
communication system comprising: a communication appa-
ratus configured to communicate with a destination appara-
tus; and an image processor configured to connect to the
communication apparatus, wherein the image processor com-
prises: asupplying unit configured to supply image datato the
communication apparatus; and a notifying unit configured to
transmit first additional information to the communication
apparatus, and wherein the communication apparatus com-
prises: a memory configured to store second additional infor-
mation; a information generator configured to generate third
additional information based on the second additional infor-
mation stored in the memory and the first additional informa-
tion received from the image processor; and a transmitter
configured to add the third additional information generated
by the information generator to the image data supplied from
the image processor and transmit the image data including the
third additional information to the destination apparatus.

According to another embodiment of the present invention,
a communication apparatus configured to communicate with
a destination apparatus, the communication apparatus com-
prising: an image data acquiring unit configured to acquire
image data supplied from an image processor; an additional
information acquiring unit configured to acquire first addi-
tional information from the image processor; a memory con-
figured to store second additional information; a information
generator configured to generate third additional information
based on the second additional information stored in the
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memory and the first additional information acquired by the
additional information acquiring unit; and a transmitter con-
figured to add the third additional information generated by
the information generator to the image data acquired by the
image data acquiring unit and transmit the image data includ-
ing the third additional information to the destination appa-
ratus.

According to still another embodiment of the invention, an
image processor configured to connect to a communication
apparatus that communicates with a destination apparatus,
the image processor comprising: a supplying unit configured
to supply image data to the communication apparatus; a noti-
fying unit configured to transmit first additional information
to the communication apparatus; and a requesting unit con-
figured to request the communication apparatus to: add third
additional information generated based on the first additional
information transmitted from the image processor and second
additional information stored in a memory of the communi-
cation apparatus to the image data, and transmit the image
data including the third additional information from the com-
munication apparatus to the destination apparatus.

Other objects, features, and advantages of an embodiment
of'the invention will be apparent to persons of ordinary skill in
the art from the following description of an embodiment with
reference to the accompanying drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

For a more complete understanding of the present inven-
tion, needs satisfied thereby, and the objects, features, and
advantages thereof, reference now is made to the following
descriptions taken in connection with the accompanying
drawings.

FIG. 1 is a block diagram depicting an electrical configu-
ration of a communication system according to an embodi-
ment of the invention.

FIG. 2A depicts an example of a sending record to be added
to facsimile data according to an embodiment of the inven-
tion.

FIG. 2B depicts a process of generating source information
according to an embodiment of the invention.

FIG. 3 is a flow chart depicting an MFP-side FAX process
executed by a CPU in an MFP according to an embodiment of
the invention.

FIG. 4 is a flow chart depicting a BOX-side FAX process
executed by a CPU in a BOX according to an embodiment of
the invention.

FIG. 5A schematically depicts the correspondence
between a BOX source information memory provided in a
BOX and digital telephone directory provided in an MFP
according to a second embodiment of the invention.

FIG. 5B is a flow chart depicting an MFP-side FAX process
executed by a CPU in the MFP of the second embodiment of
the invention.

DETAILED DESCRIPTION OF EMBODIMENTS
OF THE INVENTION

For a more complete understanding of the present inven-
tion, needs satisfied thereby, and the objects, features, and
advantages thereof, reference now is made to the following
description taken in connection with the accompanying draw-
ings.

Embodiments of the invention will herein be described
with reference to the attached drawings. FIG. 1 is a block
diagram depicting an electrical configuration of a communi-
cation system 1 including a communication apparatus, e.g., a
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line control apparatus (hereinafter referred to as “BOX”) 10,
and an image processor, e.g., a multifunctional peripheral
(“MFP”) 30. Communication system 1 may be configured to
add appropriate source information to image data and trans-
mit the image data, to which the source information is added,
to a destination apparatus.

BOX 10 may perform communication with a destination
apparatus, e.g., an external apparatus 102, over a telephone
network 100. BOX 10 may comprise a central processing unit
(“CPU”) 11, a read only memory (“ROM”) 12, a random
access memory (“RAM”) 13, a flash memory 14, a wireless
local area network (“LAN”) transmission-reception unit 16, a
wireless LAN antenna unit 17, a modem 18, a telephone line
connection unit 19, a liquid crystal display (“LCD”) 22, and
an operation unit 23. These components may be connected to
each other, such that they communicate via an input-output
port 15.

CPU 11 may control the components connected to input-
output port 15 in accordance with fixed values and/or pro-
grams stored in ROM 12, or various signals transmitted and
received by wireless communication 202. ROM 12 may be a
non-rewritable memory and may store a control program 12a
for executing a process, e.g., a process depicted in FIG. 4.
RAM 13 may be a rewritable volatile memory and may com-
prise an image data memory 13a, a source information
memory 13b, an MFP source information flag 13¢, and a
BOX source information flag 134.

Image data memory 13a may store image data supplied
from MFP 30. Source information memory 135 may store
source information to be added to the header of the image
data, which may be stored in image data memory 13a. MFP
source information flag 13¢ may indicate whether MFP
source information received from MFP 30 to BOX 10 is
included in the source information added to the header of the
image data. BOX source information flag 134 may indicate
whether BOX source information registered, e.g., stored, in
BOX 10 is included in the source information added to the
header of the image data.

Flash memory 14 may be a rewritable non-volatile memory
and may include a BOX source information memory 14a.
BOX source information set by the user may be registered in
BOX source information memory 14a.

Wireless LAN transmission-reception unit 16 may be a
circuit that performs the wireless communication 202 over a
wireless LAN conforming to Institute of Electrical and Elec-
tronic Engineers (IEEE) 802.11b/g. BOX 10 may communi-
cate with MFP 30 by wireless LAN antenna unit 17 and
wireless LAN transmission-reception unit 16. Modem 18
may modulate image data for facsimile transmission into a
signal compatible for transmission to telephone network 100.
Telephone line connection unit 19 may transmit the modu-
lated image data to telephone network 100. Telephone line
connection unit 19 may receive a signal from telephone net-
work 100. Modem 18 may demodulate the signal received
from telephone network 100 into image data. Telephone line
connection unit 19 may connect telephone network 100 with
BOX 10. Telephone line connection unit 19 may selectively
connect and disconnect the telephone line in response to an
instruction from modem 18 that controls the connection sta-
tus with external apparatus 102. LCD 22 may display mes-
sages for guiding a method of operating BOX 10. Operation
unit 23 may comprise keys configured to receive setting val-
ues and instructions for operating BOX 10.

BOX 10 may transmit and receive the image data via tele-
phone network 100 in G3FAX standard. In another embodi-
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4

ment, BOX 10 may transmit and receive the image data
according to another standard, e.g., G4FAX, IPFAX, or Inter-
netFAX.

MFP 30 may perform a plurality of functions, e.g., one or
more of a printer function, a scanner function, and a copy
function. MFP 30 may comprise a CPU 31, a ROM 32, a
RAM 33, a flash memory 34, a wireless LAN transmission-
reception unit 36, a wireless LAN antenna unit 37, a printer
38, a scanner 39, an LCD 40, and an operation unit 41. These
components may be connected to each other and may com-
municate with each other via an input-output port 35.

CPU 31 may control the components connected to input-
output port 35 in accordance with fixed values and/or pro-
grams stored in ROM 32 or various signals transmitted and
received by wireless communication 202. ROM 32 may be a
non-rewritable memory and may store a control program 32a
for executing a process, e.g., a process depicted in FIG. 3.
RAM 33 may be a rewritable volatile memory and may
include an image data memory 33a. Image data generated by
scanner 39 may be stored in image data memory 33a. MFP 30
may supply the image data stored in image data memory 33a
to BOX 10.

Flash memory 34 may be a rewritable non-volatile memory
and may include a MFP source information memory 34a and
an additional command memory 34b. MFP source informa-
tion set by the user of MFP 30 may be stored in MFP source
information memory 34a.

Additional command memory 345 may store additional
commands indicating settings selected by the user. The addi-
tional commands may include a first additional command
indicating whether the MFP source information is included in
the header of the image data and a second additional com-
mand indicating whether the BOX source information is
included in the header of the image data. The additional
commands may be set by the user with operation unit 41 in
MEFP 30.

Wireless LAN transmission-reception unit 36 may be a
circuit configured in the same manner as in wireless LAN
transmission-reception unit 16 in BOX 10 and establish wire-
less communication 202 with BOX 10. Printer 38 may form
an image on a sheet of paper. Scanner 39 may scan a docu-
ment to generate image data. LCD 40 may display, for
example, operational processes of MFP 30, a variety of infor-
mation, and messages. Operation unit 41 may include keys
used to input setting values and instructions into MFP 30.
Even though one multiple MFP 30 is described herein, a
plurality of MFP’s 30 may be connected to BOX 10 in the
communication system 1.

FIG. 2A depicts an example of a sending record 50 to be
added to the header of image data for facsimile transmission.
The sending record 50 may comprise sending date and time
information 52, source information 54, and page information
56. When the image data is received and printed out at exter-
nal apparatus 102, a recipient may view the sending informa-
tion of the sending record 50 included in the header of the
image data.

The sending date and time information 52 may indicate a
date and time when the facsimile transmission is performed
and may be added to the header of the image data in BOX 10.
The source information 54 may indicate the source of the
image data and may include second additional information,
e.g., BOX source information 58, and first additional infor-
mation, e.g., MFP source information 60.

The page information 56 may indicate the page number of
the image data to be facsimile transmitted. The sending
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record 50 may comprise other information, such as identifi-
cation information, e.g., facsimile numbers, of communica-
tion system 1.

FIG. 2B depicts the process of generating the source infor-
mation 54. Image data 62 for facsimile transmission may be
supplied from MFP 30 to BOX 10. MFP 30 may notify BOX
10 of the MFP source information 60 preset by the user in
MFP 30. In another embodiment, the BOX source informa-
tion 58 may be registered at BOX 10. BOX 10 may generate
the source information 54 based on the BOX source informa-
tion 58 registered at BOX 10 or the MFP source information
60 received from MFP 30. BOX 10 then may generate the
sending record 50 comprising the sending date and time infor-
mation 52, the source information 54, and the page informa-
tion 56, and may add the sending record 50 to the header of the
image data. BOX 10 may transmit the image data 62 includ-
ing the sending record 50 to external apparatus 102, e.g., a
destination apparatus.

Accordingly, the appropriate source information 54 may
be added to the image data 62 for transmission to the desti-
nation apparatus without user input. When a plurality of
MFP’s 30 are connected to one BOX 10, a common part, e.g.,
company name, in the source information 54 may be regis-
tered in advance in BOX 10 as the BOX source information 58
and a part, e.g., department name, for each MFP 30 may be set
in MFP 30 as the MFP source information 60. Thus, the
source information 54, e.g., company name plus department
name, may indicate which MFP 30 in communication system
1 the image data 62 is sent from based on the BOX source
information 58 and the MFP source information 60.

For example, when adding an MFP 30 to the communica-
tion system 1, a user may set the MFP source information 60
in MFP 30. The common part, e.g., company name, in the
source information 54 may not be registered in the newly
added MFP 30. When the common part, e.g., company name,
in the source information 54 is changed, the user may change
the BOX source information 58 in BOX 10 without changing
the settings for each of the respective MFP’s 30. Accordingly,
the amount of work for managing communication system 1 is
reduced.

For example, when the MFP source information 60 is fre-
quently changed, e.g., two departments share one MFP 30 in
a company, the user may change the setting in the MFP source
information 60, without changing the BOX source informa-
tion 58, which is the common part. Accordingly, the source
information 54 may be generated and transmitted to the des-
tination apparatus without additional work by the user.

The BOX source information 58 may be listed before the
MEFP source information 60 in the sending record 50. Accord-
ingly, information indicating a higher hierarchy in the source
information 54, e.g., company name, may be set as the BOX
source information 58 and information indicating a lower
hierarchy in the source information 54, e.g., department
name, may be set as the MFP source information 60, such that
the source information 54, e.g., “A company, development
department,” in which the information indicating the lower
hierarchy is arranged next to the information indicating the
higher hierarchy, may be generated.

For example, when one BOX 10 is installed in a home and
each member of the family is associated with the MFP 30,
information indicating a higher hierarchy in the source infor-
mation 54, e.g., family name, may be set as the BOX source
information 58, and information indicating a lower hierarchy
in the source information 54, e.g., personal name, may be set
as the MFP source information 60, such that the source infor-
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6

mation 54, in which the information about the personal name
is arranged next to the information about the family name,
may be generated.

In the source information 54, the BOX source information
58 and the MFP source information 60 may be successively
arranged, without other information arranged between the
BOX source information 58 and the MFP source information
60. Thus, the BOX source information 58 and the MFP source
information 60 may be displayed as integrated information.

FIG. 3 is a flow chart depicting an MFP-side facsimile
(FAX) process executed by CPU 31 in MFP 30. In the MFP-
side FAX process, the MFP 30 may transmit the MFP source
information 60 and the image data 62 to BOX 10 and may
request BOX 10 to generate the source information 54 and to
transmit the image data 62 including the source information
54 to the destination apparatus. The image data 62 to be
subjected to the facsimile transmission may be generated by
the scanner 39 in MFP 30 and may be stored in the image data
memory 33a before beginning the FMP-side FAX process.
MEFP 30 may notify BOX 10 of a facsimile number identify-
ing the destination apparatus of the facsimile transmission.

Referring to FIG. 3, in Step S302, CPU 31 may request the
BOX source information 58 from BOX 10. In Step S304,
CPU 31 may determine whether the BOX source information
58 has been acquired. If the BOX source information 58 has
been acquired, e.g., YES at Step S304; in S306, CPU 31 may
display the acquired BOX source information 58 in LCD 40
and may prompt the user to select one piece of the BOX
source information 58. Multiple kinds of BOX source infor-
mation 58 may have been registered in BOX 10 and specific
information for identification, e.g., management number,
may be associated with each kind of BOX source information
58.

In Step S308, CPU 31 may transmit the MFP source infor-
mation 60 set in MFP source information memory 34a, the
image data 62 stored in image data memory 33a, the addi-
tional commands stored in additional command memory 345,
and the management number corresponding to the BOX
source information 58 selected in Step S306 to BOX 10.

The additional commands may include the first additional
command and the second additional command. The first addi-
tional command may selectively be set to ON or OFF to
indicate whether the MFP source information 60 is included
in the source information 54. The second additional com-
mand may selectively be set to ON or OFF to indicate whether
the BOX source information 58 is to be included in the source
information 54. The user of MFP 30 may set the first addi-
tional command to OFF and the second additional command
to ON to instruct BOX 10 to include only the BOX source
information 58, e.g., company name, in the source informa-
tion 54. Similarly, the user of MFP 30 may set the first addi-
tional command to ON and the second additional command to
OFF to instruct BOX 10 to include only MFP source infor-
mation 60, e.g., the name of a person, in the source informa-
tion 54.

At Step S310, if the BOX source information 58 has not
been acquired, e.g., NO at Step S304, CPU 31 may transmit
the MFP source information 60 stored in MFP source infor-
mation memory 34a, the image data 62 stored in image data
memory 33a, and the additional commands stored in addi-
tional command memory 345 to BOX 10.

FIG. 4 is a flow chart depicting a BOX-side FAX process
executed by CPU 11 in BOX 10. In the BOX-side FAX
process, the sending record 50 may be added to the image data
62 received from MFP 30 and the image data 62 to which the
sending record 50 is added may be facsimile transmitted to
the external apparatus 102. The BOX-side FAX process may
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begin in response to BOX 10 receiving a request for the BOX
source information 58 from MFP 30.

Referring to FIG. 4, in Step S402, CPU 11 may transmit the
BOX source information 58 stored in BOX source informa-
tion memory 14a to MFP 30. In Step S404, CPU 11 may
receive data transmitted from MFP 30. The data received in
Step S404 may include the MFP source information 60, the
image data 62, and the additional commands. If selection of
the BOX source information 58 is performed in MFP 30, the
data received in S404 also may comprise the management
number.

In Step S406, CPU 11 may determine whether the addi-
tional commands are received. If no additional command is
received, e.g., NO at Step S406, CPU 11 may set MFP source
information flag 13¢ and BOX source information flag 13dto
ON at Step S408.

If the additional commands are received, e.g., YES at Step
S406, CPU 11 may set the status of the first additional com-
mand included in the additional commands in MFP source
information flag 13¢ and the status of the second additional
command included in the additional commands in BOX
source information flag 134 at Step S409.

In S410, CPU 11 may determine whether the MFP source
information flag 13¢ is set to ON. If MFP source information
flag 13c¢ is set to ON, e.g., YES at Step S410, CPU 11 may
determine whether the MFP source information 60 is received
from MFP 30 at Step S412. If the determination at Step S412
is affirmative, e.g., YES at Step S412, CPU 11 may store the
received MFP source information 60 in source information
memory 135 at Step S414.

In Step S416, CPU 11 may determine whether BOX source
information flag 134 is set to ON. If BOX source information
flag 13d is set to ON, e.g., YES at Step S416, CPU 11 may
determine whether the BOX source information 58 is regis-
tered in BOX source information memory 14a at Step S418.
If the BOX source information 58 is registered, e.g., YES at
Step S418, CPU 11 may determine whether the management
number specifying the BOX source information 58 is
received from MFP 30 at Step S420.

If the determination in Step S420 is affirmative, e.g., YES
at Step S420, CPU 11 may store the BOX source information
58 specified by the management number, e.g., the BOX
source information 58 selected by the user of MFP 30, in
source information memory 13 at Step S422, If the manage-
ment number indicating the BOX source information 58
selected by the user of MFP 30 is not provided to BOX 10,
e.g., NO at Step S420, CPU 11 may store the BOX source
information 58 selected in advance as the default BOX source
information 58 in source information memory 135 at Step
S424. When multiple kinds of BOX source information 58 are
registered in BOX source information memory 14a, the user
may select one of the multiple kinds of BOX source informa-
tion 58 in advance and set the selected BOX source informa-
tion 58 as the default BOX source information 58. When only
one kind of BOX source information 58 is registered in BOX
source information memory 14a, CPU 11 may use the corre-
sponding BOX source information 58 as the default BOX
source information 58.

In Step S426, CPU 11 may determine whether any charac-
ter string is redundantly included in the BOX source infor-
mation 58 and the MFP source information 60 stored in
source information memory 134. In the search for any char-
acter string that is redundantly included, the MFP source
information 60 may be searched from the beginning of the
character string and the BOX source information 58 may be
searched from the end of the character string in order to
increase the processing speed. When the source information
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indicating the department to which a person belong is hierar-
chically described, e.g., the BOX source information 58 indi-
cates “A company, development department” and the MFP
source information 60 indicates “development department,
Smith,” any character string may likely be redundantly
included at the beginning of the MFP source information 60
and the end of the BOX source information 58.

If CPU 11 determines that any redundant character string
exists, e.g., YES at Step S426, CPU 11 may delete the redun-
dant character string from the BOX source information 58 or
the MFP source information 60 at Step S428. In Step S440,
CPU 11 may add the MFP source information 60 to the end of
the BOX source information 58 to generate the source infor-
mation 54. The source information 54, e.g., “A company,
development department, Smith,” may be generated in which
the redundant part, e.g., “development department,” is
deleted from the character string, e.g., “A company, develop-
ment department, development department, Smith,” resulted
from adding the BOX source information 58 to the MFP
source information 60.

If CPU 11 determines that no redundant character string
exists, e.g., NO at Step S426, the process may skip Step S428,
and CPU 11 may combine the BOX source information 58
and the MFP source information 60 to generate the source
information 54 at Step S440,

If BOX source information flag 134 is set to OFF, e.g., NO
at Step S416, or if the BOX source information 58 is not
registered, e.g., NO at Step S418, CPU 11 may generate the
source information 54 without including the BOX source
information 58, but including the MFP source information 60
based on the MFP source information 60 stored in source
information memory 135 at Step S440.

If MFP source information flag 13c¢ is set to OFF, e.g., NO
at Step S410, or if the MFP source information 60 is not
received, e.g., NO at Step S412, CPU 11 may determine
whether BOX source information flag 134 is set to ON at Step
S430. If BOX source information flag 134 is set to ON, e.g.,
YES at Step S430, CPU 11 may determine whether the BOX
source information 58 is registered in BOX source informa-
tion memory 14a at Step S432. If BOX source information 58
is registered in BOX source information memory 14a, e.g.,
YES at Step S432, CPU 11 may determine whether the man-
agement number specifying the BOX source information 58
is received from MFP 30 at Step S434.

If the determination in Step S434 is affirmative, e.g., YES
at Step S434, CPU 11 may store the BOX source information
58 specified by the management number in source informa-
tion memory 135 at Step S436. If, however, the determination
in S434 is negative, e.g., NO at Step S434, CPU 11 may store
the default BOX source information 58 in source information
memory 135 at Step S438.

In Step S440, CPU 11 may generate the source information
54 without including the MFP source information 60 but
including the BOX source information 58 based on the BOX
source information 58 stored in source information memory
13b.

If CPU 11 determines that BOX source information flag
134 is set to OFF, e.g., NO at Step S430, or if CPU 11
determines that the BOX source information 58 is not regis-
tered, e.g., NO at Step S432, CPU 11 may not generate the
source information 54, and the process may proceed to Step
S441.

In Step S441, CPU 11 may generate the sending record 50
comprising one or more of the sending date and time infor-
mation 52, the source information 54, and the page informa-
tion 56. In Step S442, CPU 11 may add the generated sending
record 50 to the header of the image data 62 and may facsimile
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transmit the image data 62 including the sending record 50 to
the external apparatus 102 identified as the destination appa-
ratus.

In the BOX-side FAX process, the BOX source informa-
tion 58 selected by the user at the MFP 30 or the default BOX
source information 58 may be included in the source infor-
mation 54. Accordingly, the appropriate source information
54 may be generated.

By determining whether the BOX source information 58
exists and whether the MFP source information 60 exists, the
source information 54 of three patterns, e.g., a first pattern of
the source information 54 that includes both the BOX source
information 58 and the MFP source information 60, a second
pattern of the source information 54 that includes the BOX
source information 58 without the MFP source information
60, and a third pattern of the source information 54 that
includes the MFP source information 60 without the BOX
source information 58, may be generated from the BOX
source information 58 and the MFP source information 60.
Thus, the steps to register these information by the user may
be reduced.

For example, a user who has a business athome may switch
the source information 54 to selectively transmit personal
facsimile and business facsimile. The user may register the
company name as the BOX source information 58 and may
set the personal name as the MFP source information 60 to
switch the source information 54 between the company name,
the personal name, and the company name and the personal
name.

The BOX source information 58 selected by the user in
MEFP 30, among the multiple kinds of BOX source informa-
tion 58, may be included in the source information 54. In a
second embodiment, the BOX source information 58 corre-
sponding to the facsimile number of the destination appara-
tus, among the multiple kinds of BOX source information 58,
may be included in the source information 54.

FIG. 5A depicts the correspondence between BOX source
information memory 14a provided in flash memory 14 in
BOX 10 and digital telephone directory 34¢ provided in flash
memory 34 in MFP 30 in communication system 1 according
to the second embodiment of the invention. Digital telephone
directory 34c¢ may be provided in a first MFP 30 and digital
telephone directory 34¢ may be provided in a second MFP 30,
among the plurality of MFPs 30 included in communication
system 1. As depicted in FIG. 5A, different pieces of infor-
mation may be set in digital telephone directory 34c in the
respective MFP 30.

The pieces of BOX source information 58 input by the user
may be registered in BOX source information memory 14a
and the management numbers for identification may be allo-
cated to the registered pieces of BOX source information 58.
The facsimile number of each destination apparatus input by
the user of the MFP 30 may be registered in each digital
telephone directory 34c.

MFP 30 may acquire the management numbers and the
pieces of BOX source information 58 from BOX 10 and may
display the management numbers and the pieces of BOX
source information 58 that are acquired in LCD 40 in MFP 30.
The user of MFP 30 may determine the BOX source infor-
mation 58 to be associated with each facsimile number in
each digital telephone directory 34¢. The user may associate
the management number of the BOX source information 58
with the facsimile number, and may set the facsimile number
with which the management number of the BOX source infor-
mation 58 is associated in digital telephone directory 34c.

FIG. 5B is a flow chart depicting an MFP-side FAX process
executed by MFP 30 in communication system 1 according to
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the second embodiment of the invention. The image data 62 to
be facsimile transmitted may be stored in image data memory
33a before the MFP-side FAX process depicted in FIG. 5B
begins. The MFP 30 may notify BOX 10 of the facsimile
number identifying the destination apparatus of the facsimile
transmission.

Referring to FIG. 5B, CPU 31 may refer to digital tele-
phone directory 34c at Step S502. In Step S504, CPU 31 may
determine whether a management number is stored in digital
telephone directory 34¢ in association with the facsimile
number of the destination apparatus to which the image data
is to be transmitted. If the determination in S504 is affirma-
tive, e.g., YES at Step S504, CPU 31 may transmit the man-
agement number associated with the facsimile number of the
destination apparatus to BOX 10, along with the MFP source
information 60, the image data 62, and the additional com-
mands, at Step S506.

If CPU 31 determines that the management number corre-
sponding to the facsimile number of the destination appara-
tus, to which the image data is to be transmitted is not stored
in digital telephone directory 34c, e.g., NO at Step S504, CPU
31 may transmit the default management number to BOX 10,
along with the MFP source information 60, the image data 62,
and the additional commands at Step S508. The default man-
agement number may be preset by the user for each MFP 30.

Thus, the source information 54 including the BOX source
information 58 corresponding to the facsimile number of the
destination apparatus may be generated in the MFP-side FAX
process according to the second embodiment of the invention.
If the management number corresponding to the facsimile
number of the destination apparatus is not stored in digital
telephone directory 34c, the appropriate source information
54 may be generated based on the preset default management
number.

The correspondence between the facsimile number of the
destination apparatus and the management number for each
MFP 30 may be set. The combination of the destination
apparatus and the source information 54 for each MFP 30
may be improved.

MFP 30 may be an example of the image processor. In
another embodiment, the image processor may be various
other apparatus, including a mobile phone, a personal com-
puter, a digital camera, and the like.

A plurality of MFP’s 30 may be connected to one BOX 10
in communication system 1. In another embodiment, one
MEFP 30 may be connected to one BOX 10.

MFP 30 may notify BOX 10 of whether the sending date
and time information 52 and the page information 56 are
included in the sending record 50. MFP 30 may notify BOX
10 of the MFP source information 60 preset in MFP 30 in the
MFP-side FAX processes. In another embodiment, the user
may select the MFP source information 60 to be transmitted
to BOX 10 in MFP 30 when multiple kinds of MFP source
information 60 are preset in MFP 30.

MFP 30 may notify BOX 10 of the MFP source informa-
tion 60 input by the user in MFP 30, instead of the preset MFP
source information 60. Alternatively, MFP 30 may notify
BOX 10 of a user name with which a user logs onto MFP 30
as the MFP source information 60.

The BOX source information 58 may be listed before the
MEFP source information 60 in the sending record 50. In
another embodiment, the user may set the arrangement order
of the BOX source information 58 and the MFP source infor-
mation 60.

When multiple kinds of BOX source information 58 are
registered in the BOX source information memory 14a, the
user may select in advance one of the multiple kinds of BOX
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source information 58 as the default BOX source information
58. In another embodiment, the BOX source information 58
set for each MFP 30 may be selected as the default BOX
source information 58. In this case, if MFP 30 does not notity
BOX 10 of the management number, e.g., NO at Step S420 or
NO at Step S434, the BOX source information 58 selected in
advance for MFP 30, from which the facsimile transmission
request is submitted, may be included in the source informa-
tion 54 in BOX 10.

Digital telephone directory 34c¢ in which the facsimile
number of each destination apparatus may be associated with
the management number provided in MFP 30. In another
embodiment, digital telephone directory 34¢ may be provided
in BOX 10. In this case, the facsimile number may be directly
associated with the BOX source information.

The various functions may be performed by CPU 31 or
CPU 11. In another embodiment, the various functions may
be performed by another processor, e.g., an Application Spe-
cific Integrated Circuit (“ASIC”), or a logic circuit.

While the invention has been described connection with
various exemplary structures and illustrative embodiments, it
will be understood by those skilled in the art that other varia-
tions and modifications of the structures and the embodi-
ments describes above may be made without departing from
the scope of the invention. Other structures and embodiments
will be apparent to those skilled in the art from the descrip-
tions of the specification, including the accompanying fig-
ures, or from practice of the invention disclosed herein. It is
intended that the specification and described examples are
illustrative with the true scope of the invention being defined
by the following claims.

What is claimed is:

1. A communication system comprising:

a communication apparatus configured to communicate
with a destination apparatus; and

an image processor configured to connect to the commu-
nication apparatus,

wherein the image processor comprises:

a supplying unit configured to supply image data to the
communication apparatus; and

a notifying unit configured to transmit first additional
information, comprising image processor source
information that identifies the image processor, to the
communication apparatus, and

wherein the communication apparatus comprises:

a memory configured to store second additional infor-
mation comprising communication apparatus source
information that identifies the communication appa-
ratus;

an information generator configured to generate third
additional information based on the second additional
information stored in the memory and the first addi-
tional information received from the image processor,
the third additional information including the first
additional information and the second additional
information when an indication is received that the
first additional information and the second additional
information are to be included in the third additional
information; and

atransmitter configured to add the third additional infor-
mation generated by the information generator to the
image data supplied from the image processor and
transmit the image data including the third additional
information to the destination apparatus.
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2. The communication system according to claim 1,
wherein the image processor further comprises:

a first instruction transmitter configured to transmit first
instruction information to the communication appa-
ratus, wherein the first instruction information indi-
cates whether the second additional information is to
be included in the third additional information, and

wherein the information generator is configured to gener-
ate the third additional information including the first
additional information without including the second
additional information when the first instruction infor-
mation transmitted from the first instruction transmitter
indicates that the second additional information is not to
be included in the third additional information.

3. The communication system according to claim 1,

wherein the image processor further comprises:

a second instruction transmitter configured to transmit
second instruction information to the communication
apparatus, wherein the second instruction informa-
tion indicates whether the first additional information
is to be included in the third additional information,
and

wherein the information generator is configured to gener-
ate the third additional information without including
the first additional information when the second instruc-
tion information transmitted from the second instruction
transmitter indicates that the first additional information
is not to be included in the third additional information.

4. The communication system according to claim 1,

wherein each of the first additional information and the
second additional information indicates a source of the
image data, and

wherein the information generator is configured to arrange
the second additional information and the first additional
information in the third additional information, such that
the second additional information is arranged before the
first additional information in the third additional infor-
mation.

5. The communication system according to claim 1,

wherein the information generator is configured to arrange
the first additional information and the second additional
information in the third additional information, such that
the first additional information and the second additional
information are arranged successively in the third addi-
tional information.

6. The communication system according to claim 1,

wherein the memory stores a plurality of types of second
additional information, and

wherein the information generator generates the third addi-
tional information comprising one type of second addi-
tional information selected from the plurality of types of
second additional information in the third additional
information.

7. The communication system according to claim 6,

wherein the image processor further comprises:

a specified information transmitter configured to trans-
mit specified information for selecting one type of
second additional information from the plurality of
types of second additional information to the commu-
nication apparatus, and

wherein the information generator includes the type of
second additional information, which is selected based
on the specified information transmitted from the speci-
fied information transmitter, in the third additional infor-
mation.
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8. The communication system according to claim 7,

wherein the image processor further comprises:

a specified information memory configured to store the
specified information in association with identifica-
tion information for identifying the destination appa-
ratus, and

wherein the specified information transmitter of the image
processor is configured to transmit the specified infor-
mation stored in the specified information memory,
which is associated with the identification information
identifying the destination apparatus to which the image
data is to be transmitted, to the communication appara-
tus.

9. The communication system according to claim 8,

wherein the specified information transmitter is configured
to transmit predetermined specified information to the
communication apparatus when the specified informa-
tion, which corresponds to the identification information
identifying the destination apparatus to which the image
data is to be transmitted, is not stored in the specified
information memory.

10. The communication system according to claim 7,

wherein the information generator generates the third addi-
tional information comprising predetermined second
additional information when the specified information is
not transmitted from the specified information transmit-
ter.

11. The communication system according to claim 1,

wherein, when a redundant character string is included in a
character string describing the first additional informa-
tion and a character string describing the second addi-
tional information, the information generator is config-
ured to generate the third additional information by
combining the character string describing the first addi-
tional information with the character string describing
the second additional information without the redundant
character string.

12. A communication apparatus configured to communi-
cate with a destination apparatus, the communication appa-
ratus comprising:

an image data acquiring unit configured to acquire image
data supplied from an image processor;

an additional information acquiring unit configured to
acquire first additional information, comprising image
processor source information that identifies the image
processor, from the image processor;

a memory configured to store second additional informa-
tion comprising communication apparatus source infor-
mation that identifies the communication apparatus;

an information generator configured to generate third addi-
tional information based on the second additional infor-
mation stored in the memory and the first additional
information acquired by the additional information
acquiring unit, the third additional information includ-
ing the first additional information and the second addi-
tional information when an indication is received that
the first additional information and the second additional
information are to be included in the third additional
information; and

a transmitter configured to add the third additional infor-
mation generated by the information generator to the
image data acquired by the image data acquiring unit
and transmit the image data including the third addi-
tional information to the destination apparatus.

13. The communication apparatus according to claim 12,

wherein the communication apparatus is configured to
receive first instruction information from the image pro-
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cessor indicating whether the second additional infor-
mation is to be included in the third additional informa-
tion, and

wherein the information generator generates the third addi-
tional information including the first additional informa-
tion without including the second additional informa-
tion when the first instruction information received from
the image processor indicates that the second additional
information is not to be included in the third additional
information.

14. The communication apparatus according to claim 12,

wherein the communication apparatus is configured to
receive second instruction information from the image
processor indicating whether the first additional infor-
mation is to be included in the third additional informa-
tion, and

wherein the information generator generates the third addi-
tional information without including the first additional
information when the second instruction information
received from the image processor indicates that the first
additional information is not to be included in the third
additional information.

15. The communication apparatus according to claim 12,

wherein each of the first additional information and the
second additional information indicates a source of the
image data, and

wherein the information generator is configured to arrange
the first additional information and the second additional
information in the third additional information, such that
the second additional information is arranged before the
first additional information in the third additional infor-
mation.

16. The communication apparatus according to claim 12,

wherein the information generator is configured to arrange
the first additional information and the second additional
information in the third additional information, such that
the first additional information and the second additional
information are arranged successively in the third addi-
tional information.

17. An image processor configured to connect to a com-
munication apparatus that communicates with a destination
apparatus, the image processor comprising:

a supplying unit configured to supply image data to the

communication apparatus;
a notifying unit configured to transmit first additional
information, comprising image processor source infor-
mation that identifies the image processor, to the com-
munication apparatus; and
a requesting unit configured to request the communication
apparatus to:
add third additional information generated based on the
first additional information transmitted from the
image processor and second additional information,
comprising communication apparatus source infor-
mation that identifies the communication apparatus,
stored in a memory of the communication apparatus
to the image data, the third additional information
including the first additional information and the sec-
ond additional information when an indication is
received that the first additional information and the
second additional information are to be included in
the third additional information, and

transmit the image data including the third additional
information from the communication apparatus to the
destination apparatus.

18. The image processor according to claim 17 further
comprising:
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a first instruction transmitter configured to transmit first
instruction information to the communication appara-
tus, wherein the first instruction information indicates
whether the second additional information is to be
included in the third additional information.

19. The image processor according to claim 17 further

comprising:

a second instruction transmitter configured to transmit sec-
ond instruction information to the communication appa-
ratus, wherein the second instruction information indi-
cates whether the first additional information is to be
included in the third additional information.

20. A communication system comprising:

a communication apparatus configured to communicate
with a destination apparatus;

a first image processor configured to connect to the com-
munication apparatus; and

a second image processor configured to connect to the
communication apparatus,

wherein the first image processor comprises:

a first supplying unit configured to supply image data to
the communication apparatus; and

a first notifying unit configured to transmit first addi-
tional information that identifies the first image pro-
cessor to the communication apparatus,

wherein the second image processor comprises:

a second supplying unit configured to supply image data
to the communication apparatus; and

a second notifying unit configured to transmit fourth
additional information that identifies the second
image processor, that is different from the first addi-
tional information, to the communication apparatus,
and

wherein the communication apparatus comprises:

a memory configured to store second additional infor-
mation that identifies the communication apparatus;
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an information generator configured to generate third
additional information,
wherein the third additional information includes the
second additional information stored in the memory
and the first additional information received from the
first image processor in response to receiving the first
additional information from the first image processor,
wherein the third additional information includes the
second additional information stored in the memory
and the fourth additional information received from
the second image processor in response to receiving
the fourth additional information from the second
image processor; and
atransmitter configured to add the third additional infor-
mation generated by the information generator to the
image data supplied from the image processor and
transmit the image data including the third additional
information to the destination apparatus.
21. The communication system according to claim 20,
wherein the second additional information includes a com-
pany name,
wherein the first additional information includes a depart-
ment name, and
wherein the fourth additional information includes a
department name that is different from the department
name included in the first additional information.
22. The communication system according to claim 20,
wherein the second additional information includes a fam-
ily name,
wherein the first additional information includes a personal
name, and
wherein the fourth additional information includes a per-
sonal name that is different from the personal name
included in the first additional information.
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